
At positions 1 to 8 of the rotary switch S1, the 0-10 V control voltage is blocked, except the dimmer is switched to “off”. 
In this case, the dimmer can be controlled via a 0-10 V input signal.

Deletion of        = When the pushbutton is pressed once, the load is dimmed to 50% of the previous value, before the “old”
previous value    value is deleted from the memory. Afterwards, dimming continues for 6 seconds until “off” is reached.

Sleep function = When the pushbutton is pressed twice, the load is dimmed to “off” within 5 minutes. 
                            Note: When the pushbutton is pressed again, the old value is deleted from the memory.

Start pulse = Starting pulse for fluorescent lamps (dimmer “on”)

Ft = Fluorescent tubes

LL (Low Level) - HL (High Level) = Dimming stop for fluorescent tubes. The values stated are RMS values measured at
                                                           resistive loads.
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Settings:

• Insulated controllable dimmer (2,500 V insulation)
•Function mode selection by two rotary switches (see “Settings” below)
•Digital electronic control by micro-controller
•Type of dimming: phase-angle control
•Anti-panic function available on types RV 10 and RV 15
• Immediate or progressive switch-off with sleep function and stored values 
•
• Invisible soft start to protect incandescent lamps
•

Selectable dimming range for fluorescent lamps

Metal housing for effective EMC protection

Description:

Technical Data:

 Rotary switch S1: function mode selection
Position

0

1

2

3

4

5

6

7

8

9

Terms and Explanations:

Delay Function

none

5 sec.

10 sec.

5 sec.

10 sec.

5 sec.

10 sec.

5 sec.

10 sec.

Potentiometer or 0 to +10 V

Pushbutton with storage

Pushbutton with storage

Pushbutton with storage

Sleep function, deletion of prev. value

Pushbutton with storage

Sleep function, deletion of prev. value

Pushbutton without storage + deletion

Pushbutton without storage + deletion

Pushbutton with storage

Sleep function, deletion of prev. value

Pushbutton with storage

Sleep function, deletion of prev. value

 Rotary switch S2: load type
Position

0

1

2

3

4

5

6

7

8

9

Start pulse Function

no

no

no

no

no

no

no

155 V

170 V

no

Incandescent lamps

Core & coil or halogen transformer

Ft. LL = 55 V (RMS),  HL = 215 V

Ft. LL = 75 V (RMS),  HL = 205 V

Ft. LL = 105 V (RMS),  HL = 220 V

Ft. LL = 110 V (RMS),  HL = 220 V

Ft. LL = 115 V (RMS),  HL = 220 V

Ft. LL = 125 V (RMS),  HL = 215 V

Ft. LL = 140 V (RMS),  HL = 225 V

Static relay with hysteresis

Voltage supply:
Mains fuse:

Protection:
Triac/thyristor:
EMC conformity:
Efficiency:
Operating range:

Class of protection:

Cooling:
Weight:
Dimensions:

230 V AC, 50/60 Hz (127 V on request)
Must be installed in front of the input
in accordance with national regulations
Control circuit by 2 A fuse
High overload protection
According to EN 55014/60669 standards
98 %, intrinsic consumption: < 8 W
Temperature: 0 °C to + 40 °C
Humidity: 0% to 90%

Air circulation
0.5 kg (RV5), 0.8 kg (RV10 or RV15)
RV5:
Width = 90 mm, height = 90 mm,
depth = 56 mm
RV10 and RV15:
Width = 144 mm, height = 90 mm,
depth - 56 mm


